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Scaricatore per linee 
Consente l’eliminazione dei liquidi condensati dalle tubazioni, senza alcun inter-

vento manuale.

* In assenza di pressione lo scarico rimane aperto garantendo la rimozione delle 

particelle liquide depositate.

* Dotato di portagomma per convogliare la condensa raccolta.

* Per consentire operazioni di manutenzione é possibile togliere pressione allo 

scaricatore allentando il terminale zigrinato posto nella parte inferiore dell’appa-

recchio.

* Pressione massima d’esercizio: 12,5 Bar (1,25 MPa).

* Range di temperatura: 5÷50°C (41÷122°F).

* Connessione d’ingresso: 1/2” BSP.

* Peso 0,225 Kg.

* Prodotto conforme alla direttiva 2002/95/CE (RoHS).

Drip leg drain 
Automatically eliminates condensed fluids from pipes.

* In the absence of pressure the outlet remains opened, thus ensuring that all 

settled fluid particles are eliminated.

* Equipped with hose nipple to convey the collected condensate away.

* To allow servicing operations, pressure can be relieved by slackening the knur-

led part at the end of the appliance.

* Maximum operating pressure 12,5 Bar (1,25 MPa).

* Temperature range 5÷50°C (41÷122°F).

* 1/2” BSP inlet connection.

* Weight 0,225 Kg.

* Product complies with Directive 2002/95/CE (RoHS).
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CODICE-CODE REF.

010.00.00001 SAL

Codici di ordinazione
Order Code

Ricambi
Spare Parts

CODICE-CODE PRODUCT

C10.00.00003 SAL

CODICE-CODE PRODUCT

A10.00.00003 SAL


